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Dimensions (Inches)
Catalog
Number Size A B C D V

Flare X Flare

802B-4 1⁄4 2 1⁄2 15⁄32 21⁄16 N/A
802B-6 3⁄8 13⁄4 5⁄8 15⁄32 21⁄16 1.75
802B-8 1⁄2 11⁄2 3⁄4 15⁄32 21⁄16 3.2

ODS X ODS

802B-4S 1⁄4 23⁄8 5⁄16 15⁄32 21⁄16 N/A
802B-6S 3⁄8 21⁄8 7⁄16 15⁄32 21⁄16 1.75
802B-8S 1⁄2 17⁄8 9⁄16 15⁄32 21⁄16 3.2
803B-10S 5⁄8 2 21⁄32 15⁄32 21⁄16 3.8
804A-14S 7⁄8 21⁄4 3⁄4 19⁄32 29⁄16 8.5

Dimensions (Inches)
Catalog
Number Size A B C D V

802B-4ST 1⁄4 55⁄8 5⁄16 15⁄32 21⁄16 N/A
802B-6ST 3⁄8 53⁄8 3⁄8 15⁄32 21⁄16 1.75
802B-8ST 1⁄2 53⁄16 3⁄8 15⁄32 21⁄16 3.2
803B-10ST 5⁄8 513⁄16 1⁄2 15⁄32 21⁄16 3.8
804A-14ST 7⁄8 61⁄4 3⁄4 19⁄32 29⁄16 8.5

Suitable for Many Applications Such as 
Hot Gas Defrost

For Gases and Liquids Not Listed, 
Please Consult Factory.
1⁄2 lb. Differential Spring

For Special Higher Differential Springs For 
All Check Valves, Please Consult Factory

Spare Parts List, pgs. 58-59

Tube Extensions Permit Valve to be 
Soldered Without Disassembly 

All U.L. and C-UL Listed  
File No. SA2989(N). 

Patent No. 3,438,391

Recommended Bonnet Torque:
802/803 35 ft. lbs.
804 65 ft. lbs.

All Superior Check Valves are Suitable for 
Use With R11, R12, R22, R123, R125, 
R134A, R236FA, R402A, R402B, R404A,
R407C, R410A, R500, R502, R507, RS44.

Working Pressure: Up to 700 psig

Construction: All Forged Brass

Seat Material: Teflon

Specially Designed Secondary Seat 
Backs Up Primary Seat

Copper Gasket Between Body Cap and 
Body Assures Positive Shut-off

Minimum Temperature: -40°F

Maximum Temperature: 400°F

Low Pressure Drop “Y” Design

Horizontal or Vertical Installation Check Valves

Type 802B Check Valve Series

Type 802B Check Valve Series
ODS X ODS Tube Extensions

C
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Type 804ADX11 Check Valves Series

This unique dashpot cylinder design is ideal
for compressor discharge applications. 
The tight tolerance fit between the seat guide
and the seal cap bore acts like a shock
absorber to dampen the seat from rapid
compressor palpitations.

Stainless Steel Spring

U.L. and C-U.L. Listed File No. SA2989(N)

All Superior Check Valves are Suitable for
Use With R11, R12, R22, R123, R125,
R134A, R236FA, R402A, R402B, R404A,
R407C, R410A, R500, R502, R507,
RS44. 

For Gases And Liquids Not Listed, 
Please Consult Factory.

Working Pressure: 700 psig

Construction: Forged Brass

Seat Material: Teflon

Specifically Designed Secondary Seat
Backs Up Primary Seat

Copper Gasket Between Body Cap and
Body Assures Positive Shut-Off

Minimum Temperature: -40°F

Maximum Temperature: 400°F

Low Pressure Drop “Y” Design

Catalog IBCA Size Weight
Number Number (Inches) (Pounds)

804ADX11-14S 21976 7⁄8

Dimensions (Inches)
Catalog
Number Size A B C D

ODS X ODS
804ADX11-14S 7⁄8 21⁄4 3⁄4 19⁄32 3.33

Horizontal or Vertical Installation Check Valves

Type 804ADX11 Check Valves Series - Internal

Type 804ADX11 Check Valves Series - External
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