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Superior Catalog
Suction Line Filters

CFA Uni-Form® Shell Temporary Cores
Ratings for Temporary Acid Removal - R404A, R134A.

Temporary Maximum Tonnage Ratings

High Capacity Evaporation Temperatures

Acid Removal 40°F | -20°F | 0°F | 20°F | 40°F

Core, Surface Pressure Drop (psi)

Connection Area and 10 | 10 [ 20 | 20 | 30 | 30 | 40 | 60 8o
Catalog OoDS Dessicant Refrigerant Number
Number (Inches) Volume R404A R134A R404A R134A R404A R134A R404A R134A R404A

2CFA-10S 0.625 A25 0.69 0.83 1.34 1.58 2.21 2.56 3.31 4.72 6.05
2CFA-12S 0.750 35 sq. in 0.97 1.16 1.89 2.23 3.12 3.62 4.67 6.65 8.53
2CFA-14S 0.875 13 cu. in. 1.19 1.43 2.32 2.74 3.83 4.44 5.73 8.17 10.47
2CFA-18S 1.125 1.55 1.86 3.02 3.56 4.98 5.77 7.45 10.61 13.60
3CFA-8S 0.500 0.47 0.56 0.91 1.07 1.50 1.74 2.25 3.20 4.10
3CFA-10S 0.625 0.69 0.83 1.34 1.58 2.21 2.56 3.31 4.72 6.05
3CFA-14S 0.875 A35 1.17 1.40 2.27 2.68 3.75 4.35 5.61 8.00 10.26
3CFA-18S 1.125 62 sq. in 1.72 2.06 3.35 3.96 5.53 6.41 8.27 11.79 15.11
3CFA-228 1.375 35 cu. in. 2.29 2.74 4.45 5.26 7.35 8.52 10.99 15.66 20.08
3CFA-26S 1.625 2.81 3.36 5.46 6.44 9.01 10.44 13.47 19.20 24.61
3CFA-34S 2.125 3.79 4.54 7.37 8.70 12.17 14.10 16.20 25.94 33.25
4CFA-14S 0.875 1.35 1.62 2.63 3.1 4.35 5.04 6.50 9.26 11.87
4CFA-18S 1.125 A45 2.15 2.58 4.19 4.95 6.92 8.01 10.34 14.74 18.89
4CFA-22S 1.375 93 sqg. in 3.26 3.91 6.34 7.49 10.47 12.13 15.66 22.32 28.61
4CFA-26S 1.625 63 cu. in. 3.94 4.72 7.66 9.04 12.64 14.65 18.91 26.95 34.55
4CFA-34S 2.125 5.42 6.49 10.53 12.44 17.39 20.15 26.00 37.05 47.50
4CFA-42S 2.625 5.73 6.85 11.13 13.14 18.37 21.29 27.48 39.16 50.20
5CFA-34S 2.125 A55 7.08 8.47 13.76 16.25 22.72 26.33 33.98 48.42 62.07
5CFA-42S 2.625 123 sq. in 8.50 10.17 16.51 19.50 27.26 31.59 40.77 58.10 74.49
5CFA-50S 3.125 90 cu. in. 9.69 11.60 18.83 22.24 31.10 36.03 46.50 66.27 84.96

*When actual pressure drop exceeds above recommended AP, replace “A” core with “DF” core within 15 minutes.

Ratings for Temporary Acid Removal - R507.

Temporary Maximum Tonnage Ratings

High Capacity Evaporation Temperatures

Acid Removal 40°F | -20°F | 0°F | 20°F | 40°F

Core, Surface Pressure Drop (psi)

Connection Area and 10 | 10 [ 20 | 20 | 30 | 30 | 40 | 60 8o
Catalog OoDS Dessicant Refrigerant Number
Number (Inches) Volume R507 R507 R507 R507 R507

2CFA-10S 0.625 A5 0.72 1.39 2.28 3.43 6.22
2CFA-12S8 0.750 35 5q. in 1.01 1.96 3.21 4.84 8.77
2CFA-14S 0.875 13 cu. in. 1.25 2.41 3.94 5.94 10.77
2CFA-18S 1.125 1.62 3.13 5.12 7.72 13.99
3CFA-8S 0.500 0.49 0.94 1.54 2.33 4.22
3CFA-10S 0.625 A35 0.72 1.39 2.28 3.43 6.22
3CFA-14S 0.875 62 sq. in 1.22 2.36 3.86 5.82 10.55
3CFA-18S 1.125 35 cu ' in 1.80 3.48 5.69 8.58 15.55
3CFA-22S8 1.375 o 2.39 4.62 7.56 11.40 20.65
3CFA-26S 1.625 2.93 5.67 9.27 13.97 25.32
3CFA-34S 2.125 3.96 7.66 12.52 18.87 34.20
4CFA-14S 0.875 1.41 2.73 4.47 6.74 12.21
4CFA-18S 1.125 A45 2.25 4.35 7.11 10.72 19.43
4CFA-22S 1.375 93 sq. in 3.40 6.59 10.77 16.24 29.43
4CFA-26S 1.625 63 cu. in. 4.11 7.95 13.00 19.61 35.53
4CFA-34S 2.125 5.65 10.94 17.88 26.96 48.86
4CFA-42S 2.625 5.97 11.56 18.90 28.49 51.63
5CFA-34S 2.125 A55 7.39 14.29 23.37 35.23 63.85
5CFA-42S 2.625 123 sq. in 8.87 17.15 28.04 42.27 76.62
5CFA-50S 3.125 90 cu. in. 10.11 19.56 31.98 48.22 87.39

*When actual pressure drop exceeds above recommended AP, replace “A” core with “DF” core within 15 minutes.
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